
WHEN ORDERING SPECIFY P/N: 
                BT-70471 

Description      .      .       .      .       .      .       .      .       Rechargeable, Lithium-Ion, (Carbon/Lithiated Metal Oxide) Battery 

National Stock Number         .       .      .       .      .       To be assigned 

For Use In       .      .       .      .       .      .       .      .       AN/PRC-104, 119 (SINCGARS), KY-57 Radio & other equipment     

Replacement for or Compatible with     .       .      .       BB-590/U, BB-690/Y, BA-3590/U & BA-5590/U, BB-390A/U 

Nominal Dimensions      .      .       .      .       .      .       Length:    4.400”     (111.76mm) 

                                                                                   Width:      2.450”     (62.23 mm) 

                                                                                   Height:     5.00”       (127.00 mm) 

Nominal Weight     .       .      .       .      .       .      .       3.0 Lbs  (1.36 kg) 

Open Circuit Voltage (Maximum(   .      .       .      .       32.8V, Two (2) 16.4V Section                                                    

Nominal Operating Voltage   .       .      .       .      .       28.8V, Two (2) 14.4V Section 

Capacity per Spec.         .      .       .      .       .      .       4.6 Ah @ 24V — 9.2 Ah @ 12V 

Nominal Capacity   .       .      .       .      .       .      .       4.8 Ah @ 24V — 9.6 Ah @ 12V 

Cutoff Voltage .      .       .      .       .      .       .      .       10.0 V ——- 20.0V 

Connector       .      .       .      .       .      .       .      .       Floating Type Per U.S. Army DWG# SC-C-179495      

Operating Temperature Range      .      .       .      .       -20ºC to +60ºC (-4ºF to +140ºF) 

Storage Temperature Range .       .      .       .      .       -20ºC to +40ºC (-4ºF to +104ºF) 

Case Material  & Color.  .      .       .      .       .      .       Modified ABS plastic, Olive Drab #34088 with Yellow printing 

Disposal  .       .      .       .      .       .      .       .      .        Environmentally safe - Contains zero (0)% Mercury or Cadmium                     

                                                                                   Check with local regulations for proper disposal  

Charging         .      .       .      .       .      .       .      .       Recommended Charger is “Universal Fast Charger” 

                                                                                   Type PP-8444A/U (NSN: 6130-01-443-0970) 

Standard Charge   .       .      .       .      .       .      .       Charge each section independently at constant voltage of 16.40  

BB-2590/U 
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    MASTER CARTON 
10 Ea. 

Weight:  37 Lbs.   (15 Kg) 
Cubes:  . 5Ft3       (.025 m3) 


